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DESCRIPTION

screw = 176 g
triple lock = 195 g

18 mm8 kN30 kN 9 kN

FEATURESSTANDARDS
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TECHNICAL DATAMATERIALS
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61 mm

long lifetime
excellent ergonomics

Durable all-purpose carabiner for working at 
heights. Particularly suitable for anchoring to 
structures, working with slings or pulleys. 
Thanks to its symmetrical oval shape, the 
carabiner straightens itself to the ideal position.

100 % steel

EN 362

OVAL STEEL CONNECTOR
screw / triple lock

18 
mm

Smooth oval shape that allows 
easy rotation of the carabiner.

Long lifetime thanks to the zinc 
coat ing  and durable  stee l 
construction.

The thin profile of the carabiner 
allows it to be attached to holes 
with low clearance.

MMYY (month, year)
production batch

unique serial number
XXXX

Key-lock to prevent unwanted 
catching of the carabiner's 
hook, e.g. by loops.

Unique production number for 
easy record keeping at periodic 
inspections.

Equipped with a reliable key-
lock with screw lock to prevent 
accidental opening.

unique
number

warranty

3
YEARS

№

Version: 04/2025K4241ZO05 – screw; K4241ZB05 – screw black; K4241ZO07 – triple lock; K4241ZB07 – triple lock black
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NOTES

RELATED PRODUCTS

OXY
triple lock 
K0122EE07

D STEEL CONNECTOR
triple lock 
K4081ZO 

OXY
screw

K0122EE05

81 g / 2.86 oz74 g / 2.61 oz

D STEEL CONNECTOR
screw

K4080ZO

D STEEL CONNECTOR
screw / black

K4080ZB 

D STEEL CONNECTOR
triple lock / black

K4081ZB 

OXY
screw / black

K0122BB05

OXY
triple lock / black 

K0122BB07

25 mm 21 mm25 mm 21 mm

black colour applied using ED coating technology for 
longer black colour stability

OVAL STEEL CONNECTOR
triple lock 

K4241ZO07 

OVAL STEEL CONNECTOR
screw/ black

K4241ZB05 

OVAL STEEL CONNECTOR
triple lock / black

K4241ZB07 

GATE OPENING

WEIGHT 255 g / 9 oz 267 g / 9.42 oz

Lifetime of this product is not strictly limited by the manufacturer. Depending 
on the condition of the product and its history it may be necessary to retire it 
immediately.

If needed, it is recommended to lubricate with silicone lube.

MAINTENANCE

OTHER VIEWS

cleaning silicone
oil

read
instructions

drying

30 °C 50 °C

beware of
salt
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