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DESCRIPTION

FEATURESSTANDARDS

TECHNICAL DATAMATERIALS

Ultrasonic ending eliminates 
the sheath slippage.

Intended for rope access, work 
positioning, rescue or manipu-
lation with the objects.

KEY FEATURES

 
CONTRA 11

white color makes the rope 
easy to  spot  in  the  dark 
conditions

Static rope with polyamide core and polyester sheath. Polyester sheath 
reduces elongation, has greater resistance to moisture and abrasion.

11 mm 84 g/m32 kN

ultrasonic termination
marking band

warranty

3
YEARSEN 1891

1019

knot breaking force    = 18 kN
strength    = 32 kN

sheath proportion   = 42 %

number of falls   = 10
static elongation   = 3.3 %

100, 200 m

Pack:

Spool:

30, 40, 50, 60, 70, 80, 100 m

sheath core

58 % PAD
42 % PES
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However mechanical damage can occur during the first use, which can limit 
the lifetime of this products only to its first use.

Lifetime of this product depends on the frequency and the environment (salt, 
sand, moisture, chemicals, etc.) in which is used. Without taking wear or 
mechanical damage into account and in compliance with the conditions 
specified in the instructions for use this product may be used 15 years from the 
date of production and 10 years from the date of the first use.

MAINTENANCE

30 °C 50 °C

washing read
instructions

beware
of chemicals

beware
of UV

UV

NOTES

RELATED PRODUCTS

DIAMETER

STRENGTH

COLOR

WEIGHT

CONTRA 10.5

10,5 mm

L0260

30 kN

white

69 g/m

STATIC 11

11 mm

L0250

34.5 kN

white, red, black

80 g/m

STATIC R44 11

11 mm

L0450

34.9 kN

white, red, black, orange

77 g/m
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